
1. Features

2. Display

ABS Level is working in absoluteangle mode

-1- Level is calibrating for one direction

-2- Level is calibrating for another direction

Erro Vertical axis deviation

3. Technical Parameters
1.  Measuring range: 4x90°
2.  Resolution: 0.1°
3.  Accuracy: ±0.2°
4.  Battery: 1xAAA/1,5 V
5.  Working temperature: 0°C ~ 50°C
6.  Dimension: 55,5х55,5х18,8 mm

4. Application:
Control and measurement of slope of any surface. It is used in wood processing 
industry (especially in a furniture manufacturing industry) for precise angular cuts; 
auto repair industry; in machining industry; in woodwork when setting guides for 
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1. Свойства

2. Дисплей

ABS Уровень работает в режиме абсолютного измерения 
угла

-1- Уровень калибруется для одного направления

-2- Уровень калибруется для другого направления

Erro Предупреждение отклонения вертикальной оси

3. Технические характеристики
Диапазон измерения 4х90°
Разрешение 0.1°
Точность ±0.2°
Батарея 1xAAA/1.5 В
Рабочая температура 0°С ~ 50°
Размеры 55,5х55,5х18,8 мм

4. Применение:
Контроль и измерение угла наклона любой поверхности. Применяется в 
деревообрабатывающей промышленности (особенно в изготовлении мебели) для 
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